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CLAIM LISTING 

1. (Currently amended) A broadband cable modem termination system for 
managing data transmissions through a broadband network that interconnects a plurality of 
end user locations that are connected to a first side of said network and a head-end via a 
cable modem that is connected on a second side of said network, wh i ch has an upstream 
compon e nt for multi po i nt end u se r to si ng l o po i nt hoad ond upstream signaling and a 
down s tr e am component for singl e po i nt hoad ond to multipo i nt ond user down s tream 
signa l ing, said broadband network comprising a hierarchical network having at least two 
levels, said broadband cable modem termination system comprising: 

downstream broadband cable modem component means, located at a first level of 
said hierarchical network , which is proximate to said second side of said network , for 
transmitting data in a downstr e am d i rection received from a source of program material, 
that is located at said head-end,, exclusively in a downstream direction through said 
network to selected ones of said plurality of end user locations; and 

upstream broadband cable modem component means, located at a second level of 
said hierarchical network which is proximate to said second side of said network and 
independent of said downstream broadband cable modem component means , for 
transmitting control data received from at least one of said plurality of end user locations 
exclusively in an upstream direction through said network to said head-end, wherein said 
second level is located downstream of said first level in said hierarchical network. 

2. (Previously presented) The broadband cable modem termination system 
of claim 1 wherein said downstream broadband cable modem component means 
comprises: 

means for converting data received in digital baseband IP format to data in a radio 
frequency based format for transmission to selected ones of said plurality of end user 
locations. 

3. (Previously presented) The broadband cable modem termination system 
Serial No.09/766,736 

Amendment And Remarks Responsive To 

Final Office Action Mailed 05/20/2005 
Page 2 of 6 

2l«05v2 

PAGE 3/7 * RCVD AT 8/19/2005 1 1:57:51 AM [Eastern Daylight Time] * SVR:U$PTO-EFXRF-6/2 7 ' DNI3:2738300 ' CS!D:+ * DURATION (mm-ss):02-22 



Frora-PATTON BOGGS + T-557 P. 04/07 F-592 



of claim 2 wherein said upstream broadband cable modem component means comprises: 
means for converting data received in a radio frequency based format to data in 
digital baseband IP format for transmission to said head-end. 

4. (Previously presented) The broadband cable modem termination system 
of claim 1 wherein said downstream broadband cable modem component means and said 
upstream broadband cable modem component means operate independent of each other. 

5. (Previously presented) The broadband cable modem termination system 
of claim 1 wherein said upstream broadband cable modem component means comprises: 

means for converting data received in a radio frequency based format to data in 
digital baseband IP format for transmission to said head-end. 

6. (Currently amended) A method of operating a broadband cable modem 
termination system for managing data transmissions through a broadband network that 
interconnects a plurality of end user locations that are connected to a first side of said 
network and a head-end via a cable modem that is connected on a second side of said 
network, wh i ch ha e- an upstroam compon e nt for mult i- po i nt e nd us e r to s ingl e point h e ad - 
e nd up st r - eam oignal i ng and a downstr e am componont for s ingl e po i nt head - ond to mu l ti - 
point ond ucor downstream s i gna l ing, said broadband network comprising a hierarchical 
network having at least two levels, said method of operating a broadband cable modem 
termination system comprising: 

transmitting data from a downstream broadband cable modem component 
apparatus, located at a first level of said hierarchical networ k, which is proximate to said 
second side of said network , i n a down s tr ea m - d i r e ct i oft from a source of program material 
that is located at said head-end , exclusively in a downstream direction through said 
network to selected ones of said plurality of end user locations; and 

transmitting control data from an upstream broadband cable modem component 
apparatus, located at a second level of said hierarchical network which is proximate to said 
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second side of said network and independent of said downstream broadband cable 
modem component apparatus , and received from at least one of said plurality of end user 
locations exclusively in an upstream direction through said network to said head-end, 
wherein said second level is located downstream of said first level in said hierarchical 
network. 

7. (Previously presented) The method of operating a broadband cable 
modem termination system of claim 6 wherein said step of transmitting data from a 
downstream broadband cable modem component apparatus comprises: 

converting data received in digital baseband IP format to data in a radio frequency 
based format for transmission to selected ones of said plurality of end user locations. 

8. (Previously presented) The method of operating a broadband cable 
modem termination system of claim 7 wherein said step of transmitting control data from 
an upstream broadband cable modem component apparatus comprises: 

converting data received in a radio frequency based format to data in digital 
baseband IP format for transmission to said head-end. 

9. (Previously presented) The method of operating a broadband cable 
modem termination system of claim 6 wherein said step of transmitting data from a 
downstream broadband cable modem component apparatus and said step of transmitting 
control data from an upstream broadband cable modem component apparatus operate 
independent of each other. 

10. (Previously presented) The method of operating a broadband cable 
modem termination system of claim 6 wherein said step of transmitting control data from 
an upstream broadband cable modem component apparatus comprises: 

converting data received in a radio frequency based format to data in digital 
baseband IP format for transmission to said head-end. 
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